              Double Cross Laser – A8815 User Manual

       Essentials in safety

a) Do not dismantle this product; It may cause breakdown or electric shock

b) Do not look at the laser light directly, it may cause vision disorder.

 Essentials in use

a) Do not place product in reverse position or shake or drop this product. 
b) Do not wet this product, it may cause short circuit in the electric components.
c) Turn off the switch and lock the system when moving this product.

d) Do not place the product in the following places: high temperature places like direct sunlight and warm air etc. (to be utilized with in the range of -5C ~ 40C) truck compartment, luggage compartment, under direct sunlight and inside a tightly closed window vehicle.

e) Do not touch the lens with finger. Stained lend will dime the lights source. Use professional lens wiping cloth to clean lens and do not use dilution agent to conduct cleaning.

f) Take the battery out when the product is not in use.

Usage Method - A8815
    1) Put in 3 AA batteries correctly in the battery compartment.   
2) Adjust the bubble to the centre of bull eye by three adjustable legs.                            
3) Unlock the lock at the left side of the product, turn on the switch (when battery power is short, the LED light will flash).

4) When the supplementary angle is exceeded. The laser light will continue flash.
5) On the top of product, there are two switches for controlling the horizontal and vertical laser lines.
6) Micro adjustment of direction can be done manually from the side turner.

Laser Receiver User manual - A9009
1. Press the  Power switch –red light will turn on

2. Press the Buzzer switch – green light will turn on.
3. Locate the centre of the receiver screen in the laser beam and buzzer will sound and blue light on receiver will also turn on. 
A clamp may be screwed to the rear of the receiver. This clamp may then be attached to a suitable stable mounting, if required.
 Specifications:
     Light source: Semiconductor

Output power: 1mw

Wave length: 635nm/line, 650 nm/point

Precision of vertical & horizontal: +-1mm/5M

Precision of up-down point: +-1mm/3M

Time of stable equilibrium: <5 sec Silicone (Pat.)

Working temperature range:-5 C ~ 45C

Warning of battery life; LED flash

Weight: 1.31 kg

Dimensions: diameter/108mm, Height/190mm

Laser angle: >120 degrees

Auto self- leveling range: 3 degrees

Width of laser line: 2.0mm/5M

Life time (MMTF) 5000 hours

Safety / Quality approval: CE, FD
